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Very Adaptable
There’s a reason why someone is 
installing a KROHNE variable area 
flow meter every four minutes:  The 
flexibility to match any clean fluid 

application to the 
proper meter.

Since KROHNE began manufacturing 
VA meters in 1921, the product line’s 
range of models, features and options 
has grown continually.  Metal, glass, 
purge and specialty meters of all 
shapes and sizes are available to meet 
your specific gas or liquid application 
needs.
                      That’s flexibility you won’t 
                             find anywhere else.

Glass 
DK series

DK 32 Armored

VA 40

H250 Armored - Also 
available in horizontal version



For measuring gas with the 
smallest operating pressures

For the highest safety 
requirements

The best alternative 
made of plastic

VA45 GA24 K20

Accuracy (VDI 3513) Class 2.5 Class 1.0 +/- 2.5% of fi nal value

Output connections - - -

Limiting value 
transmitter

- 2 2

Flowmeter - - -

Communication - - -

Power supply - - -

Protection class - - -

Process connection

Connections Screwing,
Flange, hose connector

Flange 
DN 15…50

Screwing 
G 1/2“ …2“

Pressure stages

EN 1092-1 - - -

ASME; B16 5 - - -

Process pressure 1bar 7…10bar 2…12bar

Measuring ranges

Water - 0.4…10,000l/h 0.65…25,000l/h

Air 150…60,000l/h 0.007…310m3/h -

Temperature ranges

Process -20…100°C; -4…212°F -40…120°C; -40…248°F -20…100°C; -4…212°F

Ambient (non-Ex) -20…100°C; -4…212°F -20…100°C; -4…212°F -20…100°C; -4…212°F

Ambient (EX) - - -

Materials

Measuring cone Borosilicate glass Borosilicate glass Polysulphone

Housing mounting Stainless steel Steel plate, galvanized and 
coated

Polysulphone

Approvals

Ex - - -

Hygiene - - -
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